TECHNICAL SPECIFICATIONS

HONDA CIVIC TYPE R R3   
ENJOY RACING !

The Civic Type R has been developed by JAS Motorsport, Honda’s official customer racing partner, to provide the rally teams and driver with a full range of highly competitive racing parts.  
The model on display is equipped with parts developed and homologated under the new FIA GrR specifications, entering into force in January 2008.
ENGINE 
Cylinders/Capacity
4 cyl/1998 cc – DOHC i-VTEC
Bore and Stroke
86x86 mm
Output
 260 HP at 8200 RPM


TRANSMISSION

Gearbox
6-speed sequential
Clutch
twin disc – cerametallic type
Differential
Limited Slip – Plate Type

SUSPENSIONS

Front Suspension
Mc Pherson + adjustable antiroll bar
Rear Suspension
Upgraded Twist Beam with integrated antiroll bar


Shock Absorbers
2 ways adjustable

BRAKES


Front Callipers
4 pots Brembo 

Rear Callipers
Genuine Honda component 
FR Discs
competition ventilated - 328x32 mm
RR Discs
competition drilled – 278x6.5 mm

WHEELS
7”x17” tarmac/6”x15” gravel -  cast aluminium


STEERING
Hydraulically assisted rack and pinion


ROLL CAGE
JAS Design -Alloyed steel (Cr-Mo) tubes, TIG welded
SEAT/BELTS/STRG WHEEL
SPARCO

